
 

GO-ANYWHERE
PRO EXPLORER 510

Go-anywhere Pro Explorer 510 is an ultra-portable satellite broadband terminal that delivers a power-packed 
performance anywhere on the planet. Operating over Viasat’s L-band network, Go-anywhere Pro empowers profes-
sionals in both remote and urban o�ces with high-quality voice and data communications over their smart devices. 
It easily integrates with your smartphone over the Explorer Connect app to enable phone calls and text messages as 
well as broadband access at speeds up to 464 Kbps. Smaller than a regular laptop and weighing less than 1.4 kg, it 
is also impact resistant and weatherproof. Go-anywhere Pro Explorer 510 is an a�ordable easy-to-transport terminal 
that serves as a global WiFi hotspot for gig workers, remote technical teams, and humanitarian missions.

FEATURES

Reliable L-band
connectivity 

Ultra-portable Explorer Connect app 
integration 

Global
coverage

Simultaneous
voice and data 

WiFi interface 

ULTRA-PORTABLE SATELLITE 
BROADBAND TERMINAL



iec-telecom.com

REMOTE TECHNICAL WORKERS
Support remote teams with an ultra-portable terminal for dependable satellite connectivity even in adverse 
weather conditions. Enable email and �le exchange as well as VoIP calls to ensure the business continuity of your 
enterprise.

HUMANITARIAN
Empower aid and NGO operations with Viasat’s L-band network for high-quality voice and data communications. 
Bene�t from an impact resistant and weatherproof terminal that weighs less than 1.4 kg for easy transportation.

DEFENSE SECTOR
Bene�t from a rugged and robust terminal as a reliable companion in the �eld & a secure channel of 
communication in the urban environment. Be assured of a critical communication link with 36 hours of standby 
battery time.

SPECIFICATIONS

USE CASES

DIMENSIONS
202 x 202 x 51.8 mm

WEIGHT
1.4 kg

INTERFACES
1 x USB 2.0 Port
WLAN Access Point

STANDARD IP
Send up to 464 kbps over a shared channel

STREAMING IP
32, 64 or 128 kbps

WIFI ACCESS POINT

SMS
160 characters supported

INGRESS PROTECTION
IP66

STAND BY TIME
36 hours

TRANSMIT TIME
2 hours 15 min

RECHARGE TIME
Less than 3 hours

USER INTERFACES
LED (WLAN, status)
Power button
USB Host

EXPLORER CONNECT APP
for iOS and Android

INCLUDED IN THE PACK

Explorer 510 terminal

Rechargeable battery

Explorer softbag

USB to Ethernet converter cable

100-240 VAC power supply

Multi-language quick start guide

Multi-language webserver and 
embedded manual (ENG, FR, DE, ES, RU, 
JP and CN)


