
 

GO-ANYWHERE
PRO EXPLORER 710

Go-anywhere Pro Explorer 710 is an ultra-portable satellite broadband terminal that empowers users with real-time 
access to technical support, enables the exchange of emails, and supports VoIP calls. Operating over Viasat’s L-band 
network, Go-anywhere Pro supports a High Data Rate (HDR) streaming service at speeds up to 650 kbps. It also 
comes with plug-and-play bonding capability to link with another Go-anywhere Pro Explorer 710 terminal to deliver 
streaming speeds up to 1 Mbps. The lightweight terminal easily integrates with your smartphone over the Explorer 
Connect app to enable phone calls and text messages as well as broadband access. Go-anywhere Pro Explorer 710 
is perfect for dependable satellite communications over multiple interfaces.

FEATURES

Reliable L-band
connectivity 

Ultra-portableExplorer Connect app 
integration

Global
coverage

Plug-and-play bonding 
capability 

HDR streaming
services 

ULTRA-COMPACT
COMMS-ON-THE-MOVE TERMINAL
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MEDIA
Elevate the quality of live broadcasts by connecting two ultra-portable and lightweight terminals with 
plug-and-play bonding capability. Easily integrate with the Explorer Connect app to quickly conduct phone calls 
and send text messages.

REMOTE WORKERS
Conduct high-quality video conferences with your remote teams over an ultra-portable terminal. Enable workers 
to send large �les to HQ over a reliable satellite network.

TECHNICAL SUPPORT
Provide real-time access to technical support, enable the exchange of emails, and make VoIP calls on-the-move. 
Subscribe to IEC Telecom’s optimised applications to enable an even wider range of services – 
videoconferencing, remote maintenance, and surveillance.

SPECIFICATIONS

USE CASES

DIMENSIONS
332 x 279 x 54 mm

WEIGHT
3.5 kg

TEMPERATURE
Operating: -25°C to +55°C
Storage: -40°C to +80°C

INTERFACES
2 x LAN (RJ-45)
1 x analog RJ11 Phone/Fax
1 x USB Port
WLAN Access Point
1 x ISDN
1 x Transceiver/Antenna
1 x  SIM Card Slot

STANDARD IP
Send up to 492 kbps over a shared 
channel

STREAMING IP
32, 64, 128, 256 kbps or X-Stream

HIGH DATA RATE STREAMING
600 kbps or 300 half channel HDR

VOICE
4 kbps AMBE+2

PREMIUM VOICE
3.1 kHz audio, 64 kbps

BATTERY
Stand By Time: 36 hours
Transmit Time: 2.5 hours

ISDN
UDI 64kbps/ RDI 56 kbps

INGRESS PROTECTION
Transceiver: IP52
Antenna: IP66

USER INTERFACES
PMOLED Display
5 Navigation Keys
Compass

BUILT-IN SIP SERVER

EMBEDDED WEBSERVER

ADVANCED ROUTER

WIRELESS ACCESS POINT

BUILT-IN GO-ANYWHERE PRO 
BONDING

EXPLORER CONNECT APP
for iOS and Android

INCLUDED IN THE PACK
Explorer 710 Transceiver
Antenna
Rechargeable Battery
Antenna Cable
2M ISDN/LAN Cable
115/230VAC Power Supply
Quick Start Guide


